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GC. TO INSTALL AWNING 
FABRIC AND FRAME, 
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GLASS SHELVES 
REF. 02/A7 


PROMDE AND 
INSTALL MIRROR 
FROM TOP OF 
CHAIR RAIL TO 
CEILING BEHIND 
GLASS SHELVES 


1x4 CHAIR RAIL P-B 


5'-CADDY CABINET | 


REFER O7/A7 


INTERIOR ELEVATION 
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505 CR NAVAJO RED 


——) OAK TRIM. 


ORDER COUNTER — FRONT 


4° BLACK VINYL BASE 


INTERIOR ELEVATION 
1/4" = 1'-0" 


INTERIOR ELEVATION 
1/4" = 1'-0" 


INSTALL OWNER PROV. 


PIZZA PAN DISPLAY 


INSTALL MENU BOARD 
AND PAINT 4" P-2 
BORGER AROUND 
MENU BOARD 


BEER DISPENSER 


1x4 CHAR RAIL P-8 


PROVIDE AND INSTALL RED OAK CASING 
ON ALL INSIDE SURFACES OF NEW OPENINGS. 


USE 3/47x2 1/2" w/t/2" BEVELED OAK TRIM 


‘ON BOTH SIDES OD OPENINGS. SAND AND 
‘SEAL CASING ANO TRIM. 


EXISTING FURRED COLUMN 
w/ CHECKERS INSTALLED BY 
G.C. PROVIDED BY OWNER. ———> 


INTERIOR ELEVATION 
1/4” = 1-0" 


—ENISTIsG COL P-1A 


QUTUNE OF SALAD- is 
BAR - NEAR COVE BASE 
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1x4 CHAIR RAI P-8' 
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INTERIOR ELEVATION 
1/4" = 1-0" 
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o'-0" 


AWNING PROMDED 
BY OWNER INST. 


BY GC. 


6 COTTON CANDY 
UNES REF. 06/A7 


GLASS SHELVES 
REF. 02/A7 


CHAIR RAIL P- 


GIFT CTR. 


REF. 04/46 


MARUTE 5407 OAK 
QUARRY TILE BASE 


INTERIOR ELEVATION 


1/2” = 1-0" 


GIFT COUNTER _— FRONT 


OUTLET FOR 
GLASS CHILLER 


OUTLET FOR REFRIGERATOR 


ORDER COUNTER — REAR 
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NEW ARMSTRONG 
NINYL ROCK” CEILING 
FLANE SPREAD ‘0-25 
meri 


TILE TO REPLACE EXISTING 
ACOUSTICAL CEIUMG TILE. 


THE ACTUAL SITUATION 
MAY VARY SLIGHTLY 
FROM DETAIL 


(ARLITE 5407 BU! 

BEHIND COUNTERS; 
200 — CLASS Il 
QUARRY TILE 


NAIL @ 16” C.C. 


PARTITION SECTION 


SCALE: 11/2" = 1'-0" 


4.1/2" BRONZE ANODIZED 1/4" TEMPERED SAFETY GLASS 


ALUMINUM FRAMING 
‘SHIM AS REQUIRED 


- CAULK 


040 BRONZE ALUMINUM 
RAKE METAL 


EXISTING WALL WITH 
METAL STUDS 


Su 
nite Shh SEE 
4 
1/4" TEMPERED SAFETY GLASS 
MULLION 


DETAIL FOR VESTIBULE WINDOW 


SCALE: 3° = 1-0" 


2x HEADER — SHIM WITH 
PLYWOOD AS REQUIRED 


‘SEALANT 


EXTERIOR CASING PAINT P— 


J 


B os 1x2 OAK TRIM 
4.1/2" ALUM. FEAME PAINT p-4—t-t La i 
TEMPERED DOUBLE GLAZED | 1x OAK HEAD 


INSULATING GLASS 
‘SEALANT: 
1x6 SILL PAINT P-4 


1x4 OAK SILL 


| 
SNL att 


i ey 
a <—____ 132 OAK TRIM 
‘SHIM AS REQUIRED 


‘SEALANT 


EXISTING WALL -——————--» 


1 PLASTIC LAMINATE, 
505 CR NAVAJO REO 


1x2 OAK TRIM 


STAGGERED 


VINYL FACED PANELS 
(KITCHEN) EXISTIN 


NOTE: 
5 = GOLD BOND 5, 
NEW "VINYL ROCK” CEIUNG baa GYPSUM WAI 


DIAGONAL BRACING @ 45 | 
TO ROOF FRAMING @ 4-0’ 


NOTE: 


OR AMERICAN STUD 4208 GAUGE 
25 METAL STUDS. 


—t+- PROVIDE AND INSTALL 


hi 


<—_--—__————  F.R°. PANELS (KITCHEN 
FLAME SPREAD 175 ~ CLASS Ill 


MARUTE M—360 


eee F.RP. MOULDING 


SCALE: 3/4" = 1-0" 


— NAIL © 16" OC. 


SECTION 


OUT FROM WALL, 


NOTE: THE ACTUAL SITUATION MAY 
VARY SUGHTLY FROM DETAIL 


in 


4206 GAUGE 25 


— UNE OF FOUNDATION 


TYPICAL SECTION 


ACOUSTICAL CEILING 
TILE ~ EXISTING ny 


4” VINYL BASE 


at CARPET 


12 GAUGE WIRES SECUREO TO THE 
MAIN RUNNER WITHIN: 2° OF THE 
CROSS RUNNER INTERSECTION 
PROVIDE PERIMETER WIRES 8 


2-0" x 4'-0" LAY-IN CEIUNG TILE 


\HR Paced pssy 


METAL STUDS TO BE CEMCO 2405-P 
GAUGE 25 OR AMERICAN STUD 


NAIL METAL TRACK AT 16" 0.C. 


a i 


FIELD VERIFY DIMENSIONS 
FOR SALAD BAR 


10" 


3/4" pLywooD {I 
an WK g 


INSULATE SALAD BAR DRAIN UNE 


Le CHROME TUBES PROMDED BY OWNER 
AND INSTALLED SY G.C- 


INSTALL SNEEZE 
GUARD PER LOCAL 


CONTINUOUS 
sae ON ‘ 
LEFT SIDE 


MARUTE 326-862 


3/47 PLYWOOD NaRUT 
DESeN fo” ScoaeD} 


DROP BOX 


SCALE: 1 1/2" = 1'-0" 


CEILING BRACING NOTES 


1. Four No. 12 gauge wires must be secured to the main runner within 2 
inches of the cross runner intersection and splayed 90 degrees from 
each other at an angle not exceeding 45 degrees from the plane of the 
ceiling. A strut fastened to the main runner sholl be extended to 
and fastened to the structural members supporting the roof or floor 
above. The strut shall be adequate to resist the vertical component 
induced by the bracing wires. These horizontal restraint points 
shall be placed 12 feet on center in both directions with the first 
point within 6 feet from each wall. Attachment of the restraint 
wires to the structure above shall be adequate for the load imposed. 


2. Loteral force bracing members shall be spaced a minimum of 6 inches from 
‘all horizontal piping or duct work that is not provided with bracing 
restraints for horizontal forces. Bracing wires shall be attached to 
the grid and to the structure in such a manner that they can support c 
design load of not less than 200 pounds or the actual load, whichever is 
greater, with a safety factor of 2. 
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HEADERS W/ 
PLYWOOD 
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ALUMINUM CORNER 
GUARDS: 


2x6 HEADERS WITH 1/2" PLYWOOD 
1/2" RED OAK TRIM 


Ahourin “oben > PAINT Poe 
tA SECTION 


PAINT P-1 
RED OAK CASING 
AROUND OPENING——_—__—| 


SIUCONE SEAL BACK 
SPLASH TO BOTTOM 


AND SIDES 
ae 


VARIES 


3/8” x 5” LAG BOLT 
ar 16" Oc. 


PLASTIC LAMINATE 


by PLASTIC LAMINATE, 
505 CR NAVAJO RED 


7 
| CUP DISPENSER BY OWNER 
i 


zf 


i 4 3/8" DIAMETER TYPICAL 


AY 505 CR NAVAJO RED 4 
. {—— 


PROVIDE AND INSTALL PROMDE AND INSTALL 


MARUTE 326-562 a 
NATURAL OAK DESI wa Be BG2, 

£2" SCORED) ON 374 NATURAL OK DES 
PLYWOOD AND 2x FRAMING. Henwood ID 2x FRAMING. 


y-3 


11/2" DIAMETER 
For WRING——__- 


<——— 5” QUARRY TILE BAS 


1x2 OAK TRid 
4” BLACK VIN. BASE 


L- 1x2 OAK TRIM 


14” BLACK VINYL BASE 


SCALE: 3/4" = 1 


SA 


SCALE: 1/2” = 


NOTE: 


LAD BAR ELEVATION 


1-0" 


MATERIAL PROVIDED 


1x2 REL 


CHAIR 


'-0" 


- 


‘or 


SCALE: 1/2 


PIVOT HINGE 


MDE x 
9” HIGH | 
SWINGING DOOR 


+--+ EXISTING BASE}——> 


BY OWNER AND 


1x2_TRIM PROWDED & 


INSTALLED BY 6.C. 


INSTALLED BY G.C. 


PLAN 4'-01/4" 


D OAK TRI 


a 
il 


NOTE: 


G.C, TO FIELD CUT 
HOLE FOR SALAD PAN 
OR PANS. VERIFY 
WITH PROJECT MANAGER 


RAL ——-}-> 


NOTE: 


WITH F.R.P. TYPICAL FOR 


INSULATE BEVERAGE 
DRAIN LINE 


ELEVATION 


RECESSED THANK YOU DOOR 


= to" 


PLASTIC LAMINATE 
505 CR 
NAVAVO RED 


(ONT & TOP 


6” QUARRY TILE BAS! 


PLEX! MIRROR ON 
INSIDE SIDES & 
BOTTOM, MIRROR 

‘ON FRONT OF LEDGE 
AND BACK OF 

GFT CASE. 


PROVIDE AND INSTALL 


NATURAL OAK DESIGN, 
ie SCORED) ON 3/4 
LYWOOD AND 2x FRAMING. 


1x2 OAK TRIM 


4° BLACK VINYL BASE 


12 GAUGE WRES @ 4-0" 
0.0. EACH WAY @ MAIN. 


RUNNERS 


UCTURE, ABOVE, 
30 DEGREES APART IN PLAN) 
12-0" 0.0. EACH WAY & 
WTHIN 4'-0" OF ALL HALLS — 
4 WRES TO BE CONNECTED TO 
MAIN RUNNERS WITHIN 2" OF 

CROSS RUNNERS. 


t 12 GAUGE WIRES TO 


T 


VERIFY THAT ALL HEALTH. 
DEPARTMENT REQUIREMENTS: 
ARE MET AT BEVERAGE BAR. 
INSTALL WATER RESISTANT 
GYPSUM BOARD 1 ABOVE 
FINISH FLOCR AND COVER 


ALL NEW BEVERAGE WALLS 


ne eee 


FRONT ANI K 


N\ PRP. TRIM 


4-0" ALUMINUM CORNER GUARD 


4x 8 F.RP. PANELS 


F.R.P. SA ao 


s'-10" 


DETAIL 


a— F.R.P. TRIM AROUND OPENING is 


OPEN 
BASE TO MATCH EXISTING 


BEVERAGE BAR BACK ELEVATION 


SCALE: 1/2" = 1'-0" 


1/2? ALLTHREAD-f ——____,. 


2° UNISTRUT 


Y CEIUNG 


2° PLUMBING ESCUTCHEON 


CHROME TUBES PROVIDED BY 
OWNER AND INSTALLED BY 


ALL SURFACES 
TO GE PAINTED 
OR LAMINATED 


j<——— 2x4 | 


t— 2x PINE 


6” QUARRY TILE SASE- 


cae 


SECTION @ SALAD BAR 


SCALE: 


v= 


1-0" 


3, CONTRACTOR 


FLUORESCENT FIXTURE 


APPROXIMATE WEIGHT OF 
‘SNEEZE GUARD - 150 LBS 


PROVIDE 24°w x 18% PLYWOOD 


PLASTIC LAMINATE, 
505 CR NAVAJO RED 


PROVIDE AND INSTALL 
MARUTE 326-BG2 
NATURAL OAK DESI 

g SCORED) ON 3/4 
LYWOOD AND 2x FRAMING. 


1x2 OAK TRIM 


OO revised by 


00 time in drowing 
00 fest update 


use arly | 


ISSUED FOR PERMIT/BID/CONSTRUCTION, 5/17/90 


DATE: 08/15/90 
408 NO: 90025 
‘DRAWN: KNB 


CHECKED: 


ShowBiz 
PIZZA TIME INC. 


SHOWS'Z 
PIZZA 
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AIG, INC. 


JACK WORGAN ALA, conedtank: 


411 RYAN PLAZA OR. 
SUITE 1139 
ARUNGTOH, TEXAS 7601t 


SHEET NUMBER 


a 


WALL MOWAT STAINLESS STEEL 
DRE TRAY PROMDED BY 
WER AND INSTALLED BY GC. 


DRIP TRAY 


5 
DIUS Ci 
1/8" x 1/4 KERFS, 


& cAe DET si ans 
DETAIL, ON ALL HALF—WALL 
SCALE: 3° = 1" - 0° CORNERS 


2x CONTINUOUS 


YER 5/8” TYPE ‘x’ GYPSUM WALLBOARD 
iO Am SIDE OF 3 se METAL STUDS 


‘AND 12" 0.C,, 


SECURE 2° PIPE, 
TO METAL STUDS 
AT 3 LOCATIONS 


8” RED OAK CAP 


4x2 RED OAK TRIM NATURAL 
47 20 GAUGE METAL TRACK 
PROVIDE 2° DIA. STEEL 
PIPE AT END OF ALL HALF 
WALLS & AT 8~0" O.C. 
2/8" IPE, x, GRIM 

LLBOARD ON EACH SIDE 
OF 3.5/8" METAL STUDS 
AT 16" '0.C. 


MARUTE 5407 BUFF ON 
‘BOTH SIDES 


4” BLACK VINYL BASE 
Fut 4” x 4" x 6” DEEP 
HOLE WITH ‘POR-ROCK’ ---———-—*| 


SECTION 


TYPICAL 


SCALE: 3/4" = 1'-0" 


24/2" 


PROVIDE AND 
INSTALL 

ue x2 1/2" 
RED OAK TRIM 
RABBET 


ode _| 


«<—— 4" BLACK VINYL BASE 


FINISH FLOOR 


ELEVATION 


HALF—WALL 


2ufr 


ms . aye 2 
+ 
s 
i 
ake 
‘SUM UNE 
CABINET 
METAL 
aRP 
> Tay — | icon 


4-0" 


CEILING 


tela —le—— SIX FISHING LUNES 
rr TO BE ATTACHED 
—— 70 CEILING GRID 


(03 


¥~ _—_ FISHING LINES 


WITH 505CR NAVAJO RED 


COTTON CANDY MOUNT gaz ng over 
CABINET UNDER’ GLASS 
SHELVES IN GIFT AREA. 
SCALE: 1/2" = 1'-0" CADDY CABINET LENGTH 


TO BE AS SHOWN ON PLAN 


6" KNAPE & VOGT #180 
ANSEKETS 0@” APPROVED 


EQUAL 


B'-0" LONG KNAPI 
myecaata $8 YOCT 
STANDARDS Of APPROVED 

QUAL __ 


ee 


L 3-0" ABOVE FINISH FLOOR | 


{ 
GIFT AREA SHELVING 


SCALE: 11/2" = 1-0" 


SECTION 
FINISH FLOOR 
\ NOTE: 
LAWINATE CADDY CABINET 


BOLT ane 


METAL RAIL ON SOTH 
SIDES OF BENCH 


BENCH BUMPER DETAIL 


NG SCALE 


> 
Sy 
& 
Ss 


INSIDE AWNING WALL MOUNTED INSTRUCTIONS: 
1. Connect frame using self tapping screws provided in frame. 


2. Lifting ceiling panels, find wall studs, mark on outside wall on each 
stud center. 


3. Slide canvas through slot mounted on top of frame. Raise canvos and 
frame to wall height. 


4, Using conduit straps, put straps on head bar of avming ot wall stud 
‘marks. Secure to stud using dry wall screws and woshers. 


5. Pull canvas tightly or frome. 


6. Tie canvas to frame, starting at corners working way to center. If 
wrinkles develop, re-tie, pulling convas tightly. 


INSIDE AWNING CEILING MOUNT INSTALLATION INSTRUCTIONS: 


+. Connect frames using self tapping screws provided in frame. Determine 
comer points on ceiling. Mount frame to ceili using rigid conduit 
strops, with dry wall screws to ceiling grit 1/2" EMT, cut 
1/2" spacers fo go between straps end ceiling grid if ceiling comes 
below grid work. 


2. Slide canvas through slot, which is mounted on top of awning. Pull 
comers tightly. Storting at corner, tie to center. After canvas is 
tied, check for wrinkles. Re-tie with dry wall anchors if stud is not 
available. 

NOTES: 


1, When tieing, pull on convas not on grommets, Grommets may pull out. 


2. Always make sure convas is centered oni frame before tieing. 


AWNING HARDWARE: 


5/16 X 2” Woodscrews for exterior owning. 


Hi 
woOD SCREW 


6” X 1-1/4" Drywall screws for interior awaing. 


3/16" flot washers to be used with ail screws (2) 


Conduit straps for interior frames 


1/2” Conduit spacers to use with 
conduit straps if ceiling panels 
come below ceiling grid work. 


White drywall anchors to be used 
with conduit strops on end of 
awnings if studs are not available. 


Lead anchors for exterior awnings 
if going in onything other than wood. 


YS 
@ BH aL Stew 


NL scate: 3/47 = 1-0" 


ENTRANCE CANOPY GUIDELINES 
INSTALLATION ‘!NSTRUCTIONS: 


1. Connect frame at x's, using self topping screws provided. 


2. Mount frame to wall at proper height using 2-1/2" woodserews if going 
in wood, If going in concrete, use 2-1/2" lagscrews with lead anchors. 


3. Lay canvas on frame with pocket toward frame, loosen screws on walt to 
enable canvas to side between wall and frame, re-tighten screws. 


4. Pull canvas tightly on ali four comers. Start tecing from corners go 
toward center. 


5, After canvos is laced to frame check for wrinkles, replace if 
necessary. : 


6. Using small rea bars attach outside top of frame through canvos with 
self topping screws, then mount to building's overhang making sure 


front of canopy is straight, if not move red bors either in or out on 
overhand. 


OUTSIDE WINDOW AWNING 

INSTALLATION INSTRUCTIONS: 

4. Connect frame together at x's using self tapping screws provided. 

2. Determine height of awning over window using chalk line, mark wall. 

3. Fasten awning to wall using wood screws or !agscrews with lead onchors. 
4. 


|. Toke canvas sliding through slot, which is mounted on top of frame 
center canvas on frame, pull down front two corners. 


5. Lace awning to frame, starting from corners working your way to the 
center. If awning hos wrinkles, re—lace pulling canvos tightly. 


6. Using projection bors provided, mount to frame at pocket and to window 
frome, cutting bar to right length to make awning tevel. 


GENERAL SPECIFICATIONS FOR STEEL FRAMEWORK: 


Welded Frames: 
1. (a) The rib spacing for_all bubbles, extended bubble and 
domes will be 15°. ‘ 
(b) The horizontal members (projections) will be spaced 7 
to 10°. 


2. The frames will be made of EMT galvanized thin wall steel tubing 
1/2" - 3/4" ~ 1-1/4" OD. 


3. The frames wili be MIG welded. 


e wire brushed and ground to have a smooth finish, 


4. (0) All welds 
be painted with Galvan or equal. 


(b) All welds 


G GU 
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GENERAL CONTRACTOR NOTES 


1. Verify OWNER FURNISHED items with Project Manager prior to 
Construction. General Contractor to be responsible for unloading 
of Owner Provided items from Owner's trailer. : 

2. Verify oll HEALTH DEPARTMENT REQUIREMENTS are met during remadel. 

3. determine whether counters, fixtures and 

other assets will be kept, or disposed of by contractor, 

ify all measurements, dimensions, elevations and 

fons prior to construction. 

5. All dimensions ore to take precedence over scale dimensions on 

pions, elevations, sections and details. 

6. G.C. to hong menu board, employee plaques, ‘and all 
head screws. Neon to be installed by owner. 

7. 

8. 


igns with pan 


company. Company to provide owner with plon after com 
9. Sprinkler company to supply five extra heads and wrench (the 
wrench to remain in sprinkler closet). 

10. Provide new ceiling in sprinkler riser closet, if closet 
required. 

41. G. C. to remount air diffusers and return air gi 
work cn ceiling. 

12. All new full walls ond hatf—walls must have viayi base to match 
existing base. Dining platform, showroom side, to have corpet 
bose. 

13. AW wails and ceilings of food areos must be smooth, ecsily 
cleanable and light in color. 

14, Any exposed sheetrock edges to have J mold. 

15. All trim must extend to end of walls, doors, ete. (trim to match 
existing). 

16. Provide and install 1x4 red oak chair rail on all w 
bottom. Chair rail to match existing. 

17. Ail oak to be instolled with Robertson screws. 

78. Re-carpet room no.’s 103,108,111,118,119,120,128 

19. Install OWNER PROVIDED drop safes and cash drawers, in new order 


Is after ony 


Caulk top & 


mirrors with full coverage mastic. Caulk 
mirror and wall joints. 
21. Add traps to any drain worked on under Scope of Work. 
i ye for Coke machine. 
23. Run water line to coffemaker, tea moker, & Coke machine in beverage area. 
24. NOT USED 
25. Use FRP behind beverage area, match existing. See detoil. 
26. Caulk beck splash on beverage counter top, bottom ond sides, 
27. Provide end install oluminum corner quards on new beverage ber. 
See detail. 
28. All solad bars, buffet-type food service and other self-serve 
food shall be shielded so as to intercept a direct line between 
the customer's mouth and the food being displayed, by the proper 
positioning of the sneeze guard. Verify with Health Department 
requiations. 
29. 6.C. to mount portion chart one foot (1') above make table 
whether hung from ceiling or mounted on make table. 
30. Run line concealed in wall to valved termination at Knock~-Down 
line conceated in wall to valved termination at Knock—Down line 
concealed in wall to valved termination at Kneck-Down and Whac~A~ 
Demon locations. Use 1” PVC schedule 40. 
3. Provide and install in-line ball valves on all plumbing changes 


or additions. 
32. GC. to cut opening through watt for ine beer cabinet. 
Ref Sheet AT Beer box instal by Genera Contractor. 


Purchase and install stainless steel cover for unused disperser 
opening on beer box and seal. 
33. NOT USED 


34. Provide and install D.W.V. drain line run from salad pon to 

19 floor drain/sink. Provide 1-1/2" gap between salad 
drain and floor drain/sink. (See Note 62 alsa for GC note). 

35. G.C. to mount guest check holder to bottom of portion chart. 

36. Remove poss—thru shelf, fill in & potch wall to match exist. finish. 

37. G.C. to install existiag glass chiller behind order counter prior 
to sitting counter in place. Fieid fy chiller is on site. 

If no chiller is avoilcbie, unbolt wheels of under counter 
refrigerator ond instch behind order counter prior to sitting 
counter in place. Legs to remain on unit. 

36. All wood trim to be netural color. 

39. All light bulbs will be re-installed each day. 

40. Caulk of crocks and joints. 

41. All outlet covers must be replaced each day. 

42. All outer doors, new and existing, must be self-closing and tight 
fitting. 

43. Relocate fire extinguishes where required. 

44, Relocate fire alarm, 6G.C. to use licensed fire alarm company, if 
necessary. 

45. Reploce any broken or missing quarry tile and quarry hase. 

46, Put quarry tile base on back of self-serve beverage kitchen side. 
Match existing. 

47, Remove dimmer boxes, patch wolls where dimmers and switches are 
removed. 

48. Reinstall two (2) ‘KIDS APPRECIATE...” signs in kiddie oreo. 

49, Carpet Space Station/Ball Crow! steps. 

50. Loy carpet from front to back of building. 

51. Provide and install 2 x B plex on ceiling tile over Hoop Shot. 

Screw to grid with six screws ond spacers. Install plex poraile! 
to Hoop Shot. 

52. Hand six (6) Dock umbrellas randomly, not in pattern, in kiddie 
arec where light does not shine on them. 

53. Provide and instal 1/2” Morlite corner mald on all halfw 
corners ond 1/2” x 3° x 14” metal angle brace at all halfwoll 
openings. Cover both sides of halfwall with Marlite 5407 Buff. 
00 NOT PAINT UNLESS OTHERWISE NOTED ON ELEVATIONS. 

54. Rework air ducts where’ required. 

55. G.C. te saw cut floor for floor receptocles, with o wet sow, the 
full depth of slab. 

56. Remove existing men and women signs on restroom doors, install 
new signs in same location on restroom doors. 

57. insulate all copper tubing which penetrates watts. 

58. NOT USED 
AT BACK OF COUNTER. Verify with Health Oepartment. 

59. Put plastic dewn under any sow being used in store. 

60. Aluminum beverage corner quards to be installed above base. 

61. General Contractor to remove wall vinyl before painter textures 

‘and paints. 

General Contractor to field cut salad bar top to fit existing 

sotad pan /pans. 

G3. Genera! Contract 
benches. 

64, General Contractor to assemble toble tops and bases and set 
booths ond tables in piece. 

65. General Contractor to provide ong install inum track, #A3752— 
1860-8786, with rubber divider T¥ 7 1/4 leg 1776-0125 where 
carpet meets vinyl and/or quarry. 

66. General Contractor to require carpet layer to use seam sealer on 
carpet seams. 

67. Genero! Contractor to provide to owner, upon completion, “as—built 
record drawings. Verify requirements with Project Manager. 


to sssembie and install owner provided pork 


RESPONSIBILITY CHART 


DESCRIPTION PROVIDED BY INSTALLED BY 
INTERIOR AWNINGS OWNER Bc. 
WALL PORTRAITS CWNER &.C. 
MURALS OWNER G. 
VINYL CHECKS OWNER [s 
UMBRELLAS OWNER 6c. 
PLANTS [ower |_ 6. 
CURTAINS OWNER GC. 
SPEAKER CLOTH OWNER {ce 
EXTERIOR SIGNAGE OWNER OTHER 
INTERIOR NEON [owner OTHER 
BASE NEON PACKAGE(S) OWNER SC. 
MENU BOARD | OWNER BC. 
MENU SLATS OWNER {omer 
| SIGNAGE ~ [OWNER 
COIN CHANGER OWNER Gc. 
BATTER UP OWNER 6c. 
MEN /WOMEN OWNER 6. 
OCCUPANCY {omer GC. ; 
CONST. POSTERS OWNER [ OWNER 
ROLLER BOWLER SIGN OWNER GC. 
SKEEBALLS SIGN OWNER OWNER 
| wrRoRs GC. lec. 
GLASS SHELVES BC. GC. 
SHELVES 6. GC. 
WINDOWS C 6S. GC. | 
STAIR NOSING GC. [se 
WATCH YOUR STEP SIGN OWNER Go. 
OPERATIONS SIGN [7 owner Go. 
RESTROOMS SIGNS OWNER 6c. 


- 


|_EXECTRICAL MATERIALS 

HANGING LIGHTS 
LUGHT INSERTS 
| LAvPS 
INCANDESCENT FIXTURES 
FLUORESCENT FIXTURES 


FLOORING & OTHER MATERIALS 
CARPET 


VINYL_ CROSSWALK 


CABINET/COUNTERS 


GIFT CADDY OWNER GC. 
[DROP BoxES OW ER |G. 
SALAD BAR/SNEEZE G OWNER 6c. 
CONDMENT BAR ~ [ower {se | 
oinove TUBES OWNER Ge. 
THANK YOU BOXES OWNER 6. 
HOSTESS STAND if OWNER G.c. 
COAT RACKS OWNER |_ 6c. 
BOOTH INSERTS OWNER 6C. 
STAINLESS BEVERAGE CENTER | __ OWNER Ce. 
BEER SYSTEM OWNER Te - OTHERS 
DRAIN PAN | OWNER CC. 
COKE, DISPENSER OWNER [ee 
(CE MACHINE OWNER 6c. 
REFRIGERATOR OWNER &e. 
COFFEE/TEA DISPENSER OWNER Ge. 
SALAD PAN OWNER GC. 
CUP DISPENSER OWNER Ge. 
LD_DISPENSER OWNER | ce. 
| TRASH LINERS | __OWNER 6. 
SECURITY SYSTEM OWNER OTHER 
BOOTHS OWNER 66. 
BENCHES OWNER "|_66. 
TABLES OWNER [se. 
BASES |__ owner Tce. 
UPHO. TERY Go. GC. | 
EXTERIOR AWNINGS OWNER Co. 
DOOR HAROWARE 6. 6c. 
INTERIOR DOORS GC. 6c, 
FRONT DOORS OWNER Ge. 
VINYL BASE G.C. G.C. 
QUARRY TILE” Sts See. Ge. 
‘QUARRY BASE Co. Ge. 
MARUTE ~ GC. GC. 
OAK TRIM GC. Gc. 
BABY CHANGING STATION OWNER Go. 
PIZZA PAN DISPLAY SET OWNER 6c. 


GENERAL PAINTING NOTES 


4. Provide plastic to cover items not being painted. 


i-gloss white enamel. 


2. Spray ceiling mounted ond receded speakers with te 
3. Hand paint ceiling projector, light bors and vents. DO NOT paint 
instruction plate on back of the projector. 
4 Remove all ceiling clips prior to painting ceiling. 
5. Spray ceiling tile and grid P11 where requirea. 
6. Paint ceiling over stage P—1t. 2 
7. Cleon and paint ail ceiling diffusers in public areos, ‘ond reinstall. . 
8. All items taped, covered up or removed, must be returned to operating 
condition each day. 
9. Use quick drying mud far joints ond texture. 
10. All trim to be sonded and sealed all four sides. e 
11. Remove all door hardware, clean and reinstall ofter painting doors. Do 


not paint gasket on door windows. 
142. Paint end seal front doors before installation. 
ll cracks to be filled before painting. 
14. Paint sides of ball crow steps P—-2. : 
18. Spray coin changers with White Epoxy Glidetheane — 4550. All pointed 
games or coin chonger surfaces to have Penatrol added to paint. 
16. Spray brown table bases flat black, if needed. 


EXTERIOR PAINTING NOTES 


Paint exterior of building except for brick and brick trim as specified 
‘on plons. Renail any loose hoards on porapet before pointing. 
2. Paint ony exterior electrical panels, conduits and gos piping P-6. 
3 Paint exterior awing hangers, if needed. 
4 Paint exterior wal! hydrant box P-6, only 
5. Paint "NOW APPEARING” boxes P-12, maki 
is pointed out. 
6. Drop cloths ore to be used wherever pointing is being done. 
7. There are to be NO ALTERNATES to paint schedule. 


is not brass. 
ing sure the words Now Appearing 


KEY NAME BASE FORMULA | 
P-1 GUDDEN INTERMEZZO — 3118 YOX-6, 
Interior Walls LY-7, 
Semi-—gloss BLK-2 
P-1A GLIDDEN INTERMEZZO — 4518 YOX-6, 
Semi-gloss LY-7, 
BLK-2 
P-2 GUDDEN 80-18 4699 TBL-8P, 
Interior Blue Vi0-2P, 
Semi-gloss BLK-24, 
W--32. 
P-5 GUDDEN GREEN — 4680 NF-1P44, 
Restroom TGR-6P50, 
Semi-gloss TBL-8. 
P-4 GLIDDEN SAFETY REO — 4520 
Front Door 
Exterior Checkerboards 
High—gloss 
P-5 GLIDDEN IMPERIAL BLUS - 4564 
Exterior Checkertoards 
High—gloss 
P-6 GUODEN SWEDISH 3918 OXR-1 
SNOW ENAMEL 
Exterior Walls — Semi-gioss 
P-7 GLIDDEN POLYURETHANE — 
Satin Finish — Front Door 
Sotin Finish — Interior 
P-8 LACQUER SAND AND SEAL — 
Notural Finish 
Semni-gloss 
P-9 GUDDEN GREEN — 4580 YEG-5SP-16 
Exterior Checkerboords TGR-2P~48 
High-gloss NT~12 
P10 GLIDDEN GOLD - 4580 RO~1P-36 
Exterior Checkerboards YL-9P-24 
High-gloss 
P-11 GLIDDEN ACOUSTIC WHITE — 5070 RO-1, 
Ceiling Tile — Flat White NT-3 
P-12 GUDDEN GREEN — 4580 LY-3P50, 
Now Appearing Boxes TGR-5P26, 
High-gloss BLK-2P58 


TOKEN CHANGE MACHINE ~ GLIDDEN WHITE EPOXY GLIDETHANE — 4550. 


DEMOLITION NOTES 


ion, contractor cover ond protect all 
choirs, tables, fixtures, ALL GAMES, and rides. 
2. Prior to sawcutting floor (wet saw only}. Controctor will 


4. Demo 
to start. 
|. Patch and refinish walls and fioors at ali “dernoed” wall 
locations. 
Install new grid ond ce 
removed. 
. Remove power poles. 
|. Remove ali ponels over the dimmers, show centrals, etc. ond 
patch wall. Finish to match existing. 
. Remove monitor shelves, and store monitors at location. 
. All remodeled walls, ceilings and floors of fcod preparation 
‘and storage areas must be smosth, non-absorbent, easy to 
cieon and light colored. 
11. Patch holes on wall where shelves ore removed. 
12. Relocate Everpure filter system to new COKE water system, if 
needed. 
13. Relocate fire extinguishers where necessory. 
e needed. 
q before ceiling is painted. 
ing floor drains, floor sinks and cleanouts to 
remain unless otherwise noted. 
17. Remove any existing wainscoting, carpet, sound board and trim 
‘on walls, Repair and refinish walls. 


le when walls have been 


TABLE SCHEDULE 


LOCATION SIZE No. REMARKS 
[sox | 3 NEW WITH BASE 
SHOWROOM [7 4e" x 30° 4 NEW WITH BASE 
7 DINING =F aa" x30" S| _NEW WTH BASE 
407 x 40" 1 NEW WITH BASE 
60" x 30" 7 DINING, EXISTING 
48° x 30" 28 | _ PLATFORM, EXISTING 
60" x 30” 4 NEW WITH BASE 
SKILLS 48° x 30" 5 |New wTH BASE 
j 48° x 0” 8 NEW WITH BASE 
KIDDIE [407 x 40" fi NEW WITH BASE 
[= 
[oT CHAIRS 60_| NEW BASES 


NEW CORNER BASE 


BOOTHS SCHEDULE 


LOCATION SIZE No. REMARKS 
60" SINGLE 2 | _NeW 
60" DOUBLE T 2 NEW 
48" SINGLE 4 NEW 
SHOWROOM 487 DOUBLE 2 | _New | 

42" SINGLE | 4 NEW 
42° DOUBLE 2 NEW 
3/4 BOOTH 1 | _NeW ‘| 
or SNGLE | 4 EXISTING 
60" DOUBLE 5 EXISTING. 
48" SINGLE 4 NEW 

SKILLS 48" DOUBLE 7 NEW 

KIDDIE 


DOOR HARDWARE SCHEDULE 


HARDWARE SET #1 DOORS D-—-01, 02 


3-0" x 7-0 x 1-3/4 (Type “A’). 
Hollow Metal Door & Frame. 


LCN Closer 4040 Series w/Back Check, US3 Finish ®" 
QUALITY Hinges (3) per door, 450TBB 4-1/2" 4 N 
QUAUTY Sasso Tse orimside——- Not alee -” 
SCHLAGE ~-Dead Bolt (1) 8400 Series 8462P, AN.SI. No. E-2141 
QUAUTY Kick Plate (2) 8" x 34” Inside & Outside — oy’ 
Bright Brass, Clear Coated. 
TRIMCO Push Plate (1) 1001-2 on Inside — 
Bright Brass, Clear Coated. 
TRIMCO Pull Plate (1) 1017-2 on Outside — 
Bright Bross, Clear Coated. 
VON DUPRIN. Touch Bor 99 Series 9975F. 


HARDWARE SET #2 DOORS D-03, D—-94 
3-0" x 7-0" x 1-3/4" (Type “B") 
W/10" x 10” Clear Glass Insert. 
Solid Core Door W/Hollow Metal Frome. 


‘STANLEY Butts BWI79 26D 4-1/2" x 4-1/2" (Two Pair) 
cIPCO Push Plate 550K-630 

vIPCO Puts Plate SSOK x 43-630 

LON Closer 1560 

CIPCO. Kick Plate 5153 30 « 34 

IVES Stop (1) 436 BZ6D 


1/4” CLEAR] 
GLASS W/ 
Zs wood 
QZ SX STOPS 
o 
at [SOLD 
wo 


TYPE "B” TYPE "C” 


ELECTRICAL NOTES 


1. Remove lights in existing sneeze guard. 
2. Replace ony missing boffles. 
3. Remove outlets, conduit and switches from any wall to be demclished. 
4. Moke certain all outlets work. 
5. Install six (6) or seven (7) ct 
Verify on Power Plan. 
6. Remove all di 
7. 
8. 
9. 


lets for neon transformers, 
ion by Owner. 

ht switches except in showroom. 
emergency lights, security equipment and exit lights if 


, Relocate 
necessary, 
bs ight bulbs will be reinstalled eoch day. 
. All outlet covers must be replaced each doy. 
10. Remove power poles. 
11, Relecate thermostats if and where necessary. 


. Check security system. 

17. Paint ail rim on fixtures. 

18. Repcir or replace 

19. All receptacles and plates to be ivory. 

20. Relocate security pad if necessary. Verify with Project Monager. 

21. Check outdoor lighting and sign override to make sure they are 
working. 

22. Install owner provided inserts in oll incandescents during re—-lomping. 

23. Reploce any existing broken outlet covers. 

24. Outlet on front of stage to be brown. 

25. Provide and install two four foot (4°) fluorescent tubes for snesze 
guard. Install prior to hanging sneeze guard. 

26. Provide and instal! two two-foot (2') fluorescent tubes for gift 
counter. Ref. lighting schedule on E—2 sheet. 

27. Registers ond printer require an isolated grounded receptacle on 
dedicated circuit. 

28. Showroom hanging lights bottom of globe 5’ 0” AFF. 

29. Run flex in chrome tube through top of sneeze guard then to sneeze 
quard light. 

30. Remove corridor fluorescents. Replace with incandescents. Ref. E-2. 

31, Re-install contacts on all exterior doors after any work on doors. 

32. Verify that ceiling speakers in remodeled areas are in proper working 
order after ceiling & elec. work is complete. 

33. Verify that the alarm system is in proper working order after 

ceiling/elec. work is complete. 


LIGHT BULB SCHEDULE 


FIXTURE LOCATION VOLTS 

Bec SKILLS/KIDDLE/ 120 V. 
CORRIDOR. 

Bec SHOWROOM. 120 V. 

K SHOWROOM. 120 V. 

L&N CORRIDOR 120 V. 


LIGHTING SCHEDULE 


KEY DESCRIPTION NOTE MFG. 
A RECESSED INCANDESCENT EXISTING 
TO BE RELOCATED verify 
8 FIXTURE “A” WITH; OMEGA YPS-6E EXISTING 
AT NEW LOCATION REFLECTOR INSERT 
BI RECESSED INCANDESCENT WITH OMEGA YPS~6E NEW - 
AT NEW LOCATION PROVOED REFLECTOR INSERT MATCH 
BY ELECTRICAL CONTRACTOR : 
C RECESSED INCANDESCENT WITH OMEGA YPS-6E EXISTING 10 
REMAIN AT LOCATION REFLECTOR INSERT TO REMAIN 
D = 2.18 240B FIXTURE WITH BEVERAGE UTHONIA 
F40 Ti2CW PROVIDED BY 
ELECTRICAL CONTRACTOR 
EC 140 FIXTURE SPX35 F40, SNEEZE GUARD LITHONIA - 
SLH ENERGY SAVING BALLAST USE GE SHO & GRO 
SUPER LOW HEAT WITH TUBE PINK /MAUVE 
GUARD PROVIDED BY ELECTRICAL 
CONTRACTOR 
FC. 120 FIXTURE SPX35 F20, SNEEZE GUARD ; UTHONIA 
SLH ENERGY SAVING BALLAST USE GE SHO & GRO 
SUPER LOW HEAT WITH TUBE PINK /MAUVE 
GUARD PROVIDED BY ELECTRICAL 
CONTRACTOR : 
K 130 FIXTURE WITH F30 GiFT COUNTER UTHONIA 
T12 CW PROVIDED BY 
ELECTRICAL CONTRACTOR 
K HANGING LIGHT 3074-06 PB SHOWROOM PARK ROW 
WHT. 17" CHROME PROVIDED * LIGHTING 
BY OWNER 
L 150 WR-40 HOUSING 1202 EYEBALL UGHTOLIER 
TRIM 1222 PROVIDED BY 
ELECTRICAL CONTRACTOR 
M RECESSED EYEBALL FIXTURE WTH OMEGA YPS-6E EXISTING 
TO BE RELOCATED REFLECTOR INSERT 
N FIXTURE "M” WITH OMEGA YPS-6E EXISTING 
AT NEW LOCATION REFLECTOR INSERT 
RELAMP ALL LIGHTS UNDER SCOPE OF WORK. SHOWROOM WITH PINK BULBS 
AND ALL OTHER AREAS WATH WHITE BULBS. SEE LIGHT BULB SCHEDULE. 
ELECTRICIAN TO INSTALL OWNER PROVIDED OMEGA INSERTS IN AUL 
INCANDESCENTS DURING RELAMPING. 
AIG OFRICE USE ONLY: 
REMSED: 5/14/90 
TIME: 11:50 
NAME: KNB 


REVISIONS: 


DATE: 5-15-90 
JOB NO: 90025, 
DRAWN: KNB 


CHECKED: OM. 
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SHEET NUMBER 


NOTE: NOTE: IT IS THE CONTRACTORS RESPONSIBILITY 11-0" Lo s-0 
° TO FIELD VERIFY THE LOCATION ANO OPERATION tT ca 


REWORK REGISTER OUTLETS: OF ALL EXISTING ELECTRICAL OUTLETS eal 


By SouateD QUTLETS AT OROER COUNTER USHTED EXT SIGNS MUST BE 
GROUNDED DEDICATED CIROUTT. PROMDED. AT EACH EXTERIOR eee Se DATE: 5/01/40 
(1) BOATED QUILET AY PRZE/GFT COUNTER Doak AND AS REQURED BY F ey al a mpeg 
ROUND DEDICATED CIRCUIT. LOCAL COE TO DIRECT ExT | | | fae 
(1) STMOATS QUTLET EOE GLASS CORLER. 7 AMPS TRAVEL | el Hl | ese voaAO; $0025 
ee sain OU a Ped | ime 
pooner ly oe | aa pate 
a : BWERGENCY LIGHTS SHALL BE PROMDED ' ¥ : 
AVNINGS REFER SHEET E-2 TH A SEOONDARY POWER SOURCE zl ! 
see ao ‘ | 
LEGEND ; 
SEENON CORON SCENTS REFER 5 a 
Set 2 bnew ourtex cone = 
G:RE-ISTALL, CONTACTS ON ALL DOORS 4 ' 
AFTER ANY WORK ON’ DOORS , NEW DEDICATED OUTLET 
JLVERIFY THAT CONTACTS. ARE IN” WORKING 
BAGER BEFORE AND AFTER CONSTRUCTION A New eux ouneT 1 
Seer ait Seias'n el peecessesesq penning 
REMODELED. AREAS. ARE IN PROPER Ba i toot 
WORKING. ORDER GEFORE AND ALTER BASTING OUTLET (VERIFY) ; qruencthenlin 
GETLING ELECTR COMPLETE % BAL PT fi Sune (OxsTNG) | 
9.VERFY THAT THE ALARM SYSTEM © NEW FLOOR OUTLET W (eastac) i 
a prerarererereresesh ShowBiz 


IS Ww 
PROPER WORKING ORDER BEFORE AND AFTER 


‘CEUNG/ELECTRICAL WORK 1S DONE PIZZA TIME iNC. 


JO.PROMDE_ANO INSTALL SNEEZE, GUARD 
LAMP PRIOR TO HANGING SNEEZE GUARD. SHOWBIZ 
RUN FLEX IN CHROME TUBE THRU TOP ny 
OF SNEEZE GUARD LIGHT, Hy 
TALL ELECTRICAL WORK SHALL CONFORM TO 0 iH 
TO LOCAL CODE REQUIREMENTS. ° ae H 
AZREFER TO SHEET AB FOR ADDITIONAL GENERAL | ao i 10 
ELECTRICAL NOTES. \ Be 
t i BAL CRAWL 
iT it (esta) 
ul tt 
fo 
oe q 
1. eae 
Hi i cer ahersersrerrrereserirererereseeres 


2-8 0 so so : -07 : , 5-0" : — 
aie So aR) a a EE foe es -_ 


era et es | f ml 
waa | Pid . 
mae Ne el 

ele (ee [EE | xarogn'c 

BIB I | 

Kel fod 


ote a a NS | AC ‘momen 


ane 


TTTCTUTTTT, 
| 4° TR Le 


; ele PEELE 


NEW BOOTHS TYPICAL IN DINING 8’ 


SKEEBALLS - 10 (3 amps) 


; Nrccemaats | , amas | epee | ~ t | occ | 
1 4 | | SHOWRDOM | i; 1 | 
ee ee 
1 I 1 t 18 1 t 1 | t 1 
beoad beoed Lasad Leaad beaad 
rene wo Ns cere is ee a 
OUTLET ABOVE CELING FOR CORRIDOR : H H H : i : \ H ! i 
a GFT NEON. RUM ALL 1 \ 1 1 ! t 1 { 1 1 1 1 
NECESSARY WRING (1.6 omp) \ s Laa=d te==4 baa=d beoodt based 
oT ee ea | 
t \ 1 1 1 é 1 i > 1 i 1 G.C. [TO INSTAL RED 
i FOYER c ABOVE Fe \ H BS ¢ oa te ernment 
PICKUP ‘OUTLET cauTeR TH LBACKS 
\ 103 a ie Guo omnea (dan Ld ae ae tac Land 
a ae red bot ae a 
= / aie ct ff ee oe LGhe Jae a 
Pleo one SAA BA ee tec t aad best iia 
7 PROMDEAND INSTALL AN . ‘PROVIDE AND INSTAL is ced | tq 4 a 
+ ‘QURET ABOVE CEILING FOR ‘AM QUTLET UNDER BEV. | { { | i ' 1 { H { 
8 ORDER NEON. RUN ALL COUNTER FOR COKE OISP.. 1 F { 1 1 1 1 ' 1 1 
Bay Se C) a Ba ie cata rn ioc 1 ie hele |_| 
ol 64 C) | BEVERAGE BAR NEON. (1.6 t--4 taa=4 bauod beosy l-—-4 “il 
a aun P. t 1 i 1 i 1 Skeits - 
ewe oot AO ae ae =< Kia, alee aa 
. P\ | ie) ran rt Plog i rae KOTCHEN 4 { H : t i G Dining 2 
| 1 eee “253 ets 
> a ibe son, () eeoa, ViAdie 
\ URES FOCUSED OM MIRROR — . 2 
boas PROWDE AND INSTALL (4 Tt 2 eee hi 
are Se een oc i 
VIDE. AND INSTALL AW + 
GUE MOONE CEBNG FOR OFFICE | A cl 
GAMES NEON. RUN ALL 105 (2) 115, SNGLE PHASE, i] ue ZT may ocl~ Fa 
NECESSARY WRING (1.6 omp) Gonz, 200, ~ COKE TISP. er 5 Si 
STORAGE LOUNGE (2) M15, 60h, 180, 19759, oe COOLER is 8 2 : 2 
101 106 ain Geen as 2 E 
PHASE, — TEA BREWER. __ if , 2 = 


C E} = s 
| 


MIT, 


REVISIONS: __/SSUED FR PERMIT/! 


ELECTRICAL, GAMES, AND SEATING PLAN 
3/16" ;= 1" - 0" 
{ ‘* 
i 


GC) Oo 
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GENERAL NOTES: 


KEY < 
Oc —_ RECESSED INCANDESCENT LIGHT “LREWORK EXISTING SPRINKLER SYSTEM OY ALL 
AREAS WHERE COUNG WORK IS TO BE DONE 
‘2 RECESSED EYEBALL LIGHT TO FLUSH MTX CERING, AND TO COMPLY DATE: 5/01/90 
@ HANGING INCANDESCENT LIGHT — CENTER OVER TABLE = 
; oH WH CaaS 0 JOB NO: 90025, 


ALL EXISTING SUPPLY AND RETURN AR 


(fe) REMOVE HANGING LIGHT ‘GRULES TO REMAIN UNLESS OTHERWISE NOTED. 

LAY-IN FLUORESCENT LIGHT SRELOCATE ALL MECHANICAL GRILLES IN. AREAS naar 
7 See GeR EG Or anc rene reat 
EZ REMOVE FLOURESCENT UGHT FIXTURE RO CRD. | 5 


=== ENSTING SURFACE MOUNTED FLUORESCENT FIXTURE AAALL DUSTING LIGHTING TO REMAN UNLESS 
eS==< REMOVE SURFACE MOUNTED FLUORESCENT FIXTURE OTHERWISE NOTED. 
S\RELOCATE ALL LIGHTS AND MECHANICAL GRILLES 
SUPPLY AIR GRILLE Ry KITCHEN, STORAGE, AND OFFICE AREAS 
ADJACENT TO NEW CONSTRUCTION AREAS AS 
RELOCATE SUPPLY AIR GRILLE REQUIRED. 


& 

pa 

N RETURN AIR GRILLE GRELOCATE EMERGENCY AND EXT LIGHTING AS 
aS 

“f 

o 


TO ALL LOCAL CODE REQUIREMENTS. 


REQUIRED BY NEW CONSTRUCTION TO CONFORM 
RELOCATE RETURN AIR GRILLE 


T.REPAR OR REPLACE ALL DAMAGED OR WATER 


Par Lea ‘STAINED CEILING TLE, VERIFY W/ PROJ MGR. 


EMERGENCY/SECURITY UGHT . 
SPEAKER ‘BIT IS THE CONTRACTORS RESPONSIELITY TO VERIFY oO 
FIRE SPRINKLER THE WORKING CONDITION OF ALL EMERGENCY LIGHTING 7 
BEFORE AND AFTER COMSTRUCTON, ' z T 
9.ACID WASH ALL QUARRY TRE REMAINING AFTER H i ia 
COMPLETION OF ALL DEMOUTION WORK. : : INSTALL | RELOCATED , 
A EMERG, LT. 2 
t 
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SHOWBIZ 


TO.CLEAN F.RP. ON KITCHEN WALLS 
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SHEET NUMSER 


E2 


ISSUED FOR PERWY 


Exit sig (rw) or celucatea) must be 


boadtory back up pr UBC Sectim 33/4. 
Locockiowa shalt be field verified. ; AIG o USE a 


REVISIONS: 


REFLECTED CEILING PLAN 


a/e = 1 - 0 


! 


SEAL ALL JOINTS 
j WITH SILICON 
SEALANT 


ot? 
2x HEADER — SHIM WH 
PLYWOOD AS REQUIRED 


SEALANT 


i 


OO _time in drawing 


00 test update 


i | 


REMOVE EXISTING PLYWD. 
FRAME, AND SIGNAGE. 
PROVIDE AND INSTALL NEW 


EXTERIOR CASING PAINT P—4 


yo 1x2 OAK TRIM 


hy 


VSS 

41/2" ALUM. FEAME PAINT P—4 Hiden re 

tx¢ SIDING TO MATCH TEMPERED DOUBLE GLAZED OH | 1x OAK HEAD os 

EXISTING. (PAINT NEW N | INSULATING CASS aa Es 
SIDING P-6) | | re - 


Vx4 OAK SILL 


SEALANT 
1x6 SILL PAINT F—4 


Lf] 
LE, 


ENS 


Us es ae 
War ee 


ShowBiz 
PIZZA TIME INC. 


SEALANT ——_. 
PROVIDE OPENING FOR 


NEW 11’-0°x3'~6" WINDOW 


SHIM AS REQUIRED 


EXISTING WALL ——— 


WINDOW HEAD & SILL DETAIL 


SCALE: 1 1/2" = 1-0" JAMB SIMILAR 


NIP LI LES 


OLE =~ 


FRONT ELEVATION (DEMOLITION 


ates EXISTING ROOF AND 


_-——_ FASCIA NO WOPK REO'D 


| 

| | 

NEW BUBBLE CANOPY SUPPL! 
BY OWNER, INSTALLED BY G, 
REF. 10A, AND DETAILS SHT A7. 


Pail 


PAINT SOFFIT P-6 


PAINT BEAM ENDS & 
BEAM P-6 


PAINT FASCIA 
TRIM P-6 


<—— EXISTING COLUMN, NO 
WORK REQ’D. nae a | 


SHOWBIZ PIZZA PLACE 


GC, TO PROVIDE AND INSTALL 
WOO. REF. DETL THIS SHEET 


Gc To mstaL -——} | <j SKILLS 
ANBING FABRIC. AND FRAME PAINT FRAME. INSIDE PAINT NEW DOORS— REPAIR REMLACE C—PAINT FRANE INSIDE ey MNS FABRE { 108 
INSTALLED BY GC. SUPPLIED AND OUT P-12 AND FRAME P~4 . AND OUT P-12 . BY OWNER. l 
BY OWNER. SEE DETL. THIS SHT. AS REQ’D. fi te mbis one ie 
CONTINUE CHECKER PATTERN ——— a TOvee We loud al) | 
BEHIND AWNING SHOWBIZ PIZZA PLACE STOREFRONT flame rey ial 
. i lone 


int roane AND INSTALL t+ 
FRONT ELEVATION WINDOW, REF. DETAILS 


{ 
1 
- THIS SHEET ! I 
SCALE 1/4” = 1'-0" \ 


_ 
7 


EXISTING EXTERIOR WALL ——-——_____5 


, 05/17/90, OWNER REVISION 06/18/90 A\ 


1D /CONSTRUCTION 


PARTIAL FLOOR PLAN 


SCALE: 1/4° = 1'-0" 


SHEET NUMBER 


D1 


ISSUED FOR PERMIT) 


